
Your Source for Water Control Gates
No matter what type of gates your project demands,
chances are excellent Hydro Gate has the right gates for
your specific application. Our product offering is vast and
can suit applications for a wide variety of industries.
Choose from cast iron slide or flap gates, fabricated slide
or flap gates, rectangular butterfly gates, stop logs,
wall thimbles, lifts and accessories.

Industries We Serve
Whether you need gates for flood control, wastewater
treatment, environmental water treatment, irrigation, dam
projects or hydroelectric plants, we can help. From standard
configurations to custom designs, Hydro Gate offers a wide
variety of water control gates as well as a full complement of
actuators to meet your specific application.

Service Well Beyond Shipment
Our services extend beyond manufacturing. Hydro GateÕs
experienced field service technicians can help you with
repair and refurbishment projects. If you have existing,
yet serviceable gates, we can perform a retrofit that will
extend their life and durability. 

Focus on Quality 
Hydro Gates expansive 90,000 square foot manufacturing
facility utilizes precision equipment that allows us to merge
time-tested gate design with cutting edge technology.
We offer large scale manufacturing capabilities with the
ability to produce cast iron gates up to 14' x 16' in size,
and fabricated gates up to and over 20' in width or height.

Pioneers in
Gate Design

With more than 100 years of experience in gate
design, Hydro Gate has built a long-standing
reputation of providing superior quality water
control gates for a variety of industries. Our
manufacturing expertise revolves around
making big, heavy-duty gates that are
100% custom-built to match specific
applications.

Commitment to YouÉ
Our Customer
At Hydro Gate, customer satisfaction is our top
priority. Bring your special requirements to our
engineers who have years of experience in gate
design. Our dedicated customer service staff is
accustomed to custom requests, because that is
what we do best. From your first contact through
final delivery, our team of engineers and service
experts are here to make sure you have the right
gates to suit your needs. 

HydroGate
3888 E. 45th Ave.
#120
Denver, CO 80216
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HydroGate

Aluminum Stop Log with Lifting Beam

Description
Stop logs are used for level control in open channels. Logs are
beams inserted in grooves cast in a channel wall. Aluminum is
now the material of choice for stop log and slot construction.
Typical nominal height of a stop log is in 6 inch increments,
i.e., the log can be 6, 12, 18 inches in height, etc. Hydro Gate
aluminum stop logs have rubber lip type seals one each side
(end) to seal at the wall and across the bottom to seal at the sill
or with the next log. The preferred sill is an embedded metal
sill. Aluminum is a strong lightweight material allowing some
logs to be ÒmanhandledÓ. The typical aluminum stop log is
equipped with lifting lugs for use with a stop-lifting beam. The
beam is a self-engaging log handling device for underwater
retrieval and manual lanyard release of the log. The lifting
beam is wheel guided by the stop log slot. An overhead crane,
davit crane, or mobile crane is needed to lift and install/remove
most stop logs.

Stop logs cannot be installed in high flowing water. They can
be removed against low flowing water and against very low
heads (some over flow). Stop logs can be stacked and used for
equipment isolation, however, there may be considerable
leakage due to the greater amount of sealing perimeter
compared to a single bulk head type arrangement. Stop logs
are directional sealing. The log should be installed with the
rubber seal downstream.

Aluminum Stop Logs Ð
Product Features
� Stackable: Log heights in 6Ó increments

� Practical widths up to 16 feet

� Alum slots, embedded or side wall surface mounted

� Flush bottom resilient seat

� Soft neoprene seals for practical water tightness
(pumpable leakage)

� Directional pressure sealing. Bi-directional design is
available to control flow in either direction.

� UHMW polyethylene wear and guide bars

� Slot guided lift beam, lanyard line release/gravity engage
with lanyard assist

� Lift rods or hand rings for small lightweight logs

� Open channel service: equipment isolation, water level
regulation, interchangeable locations (same width
required)

� Insert and remove at zero or balanced head

Other materials of construction are available using similar
design concepts with steel (painted or galvanized) or
stainless steel.

Stop Logs

Aluminum Stop Logs
& Lifting Beam
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Alum stop log, side wall
surface mounted slot

Alum stop log,
embedded slot

Adjustable embedded sill,
Alum stop log shown

Stop Log Channel Mounting


